
STIEBEL ELTRON S.A. AGENCIES (PTY) LTD

WEIGHT
END THICKNESS
SHELL THICKNESS
INTERNAL FINISH
EXTERNAL FINISH
DESIGN PRESSURE
TEST PRESSURE
CUSTOMER

ELEMENTS

THERMOSTAT
WIRING
SAFETY VALVE
THERMOMETER
PRESSURE GAUGE
LAGGING
QUANTITY & DESCRIPTION

210 kG

PHENOLINE
RED OXIDE

600kPA
900kPA

DATE :

STE - FCR 28 / 180
9/18 Kw Dual Circuit
YES
YES
YES
NO
NO

1 X 800 LTR VERTICAL
DRG No.

YES

800 Ltr Vessel
Vertical

LEGEND

A) 50mm OUTLET
B) 50mm INLET
C) 20mm SAFETY SOCKET
     (T/P VALVE)
D) 380mm Elliptical MANHOLE
E) 280mm Element FLANGE
F) 25mm DRAIN
G) 25mm Circulation Socket
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D

MANHOLE & DRAIN
SOCKET SET @ 45°
TO ELEMENT
FLANGE

E

INLET & CIRCULATION
SOCKETS SET @ 45°
TO ELEMENT FLANGE

SAFETY
SOCKET
T/P VALVE
SET @ 90°
TO
ELEMENT
FLANGE

VESSEL ACCESSORIES
N.B. : DRAWING NOT TO SCALE

1 NO
CAPACITY 800 LTR
QUANTITY CONTROL PANEL
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